ENVIRONMENT ONE SENTRY
ALARM PANEL

1-15A DP PUMP BREAKER

1-15A SP ALARM BREAKER

ALL PENETRATIONS
MUST BE THROUGH
BOTTOM OF PANEL

WH101 STATION

GRADE

6 CONDUCTOR TRAY CABLE
[ PROVIDED WITH PUMP
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T T 1T T 114 INCOMING POWER

HOME OWNERS
CIRCUIT BREAKER

PANEL
USE 30A, DOUBLE POLE
BREAKER
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240/1/60, 4 WIRE
/1_10 WIRE RECOMMENDED
SUBJECT TO NEC

AND LOCAL CODE

6-12 INCH
SETTLING LOOP
TYP
125" x 1.5
INCREASER PVC INLET FLANGE
18 LONG

FOR 4° SDR3S PIPE

fiy

GRINDER PUMP
1HP, 240V, 1PH, 60 HZ
8.0 FULL LOAD AMPS

PEA ggAVEL
CRUSHED STONE

CONCRETE BALLAST
FIELD INSTALLED

BEDDING PER LOCAL CODE

PEA SSAVEL
CRUSHED STONE
6" MIN

STUB-OUT

4° SDR3S X 6FT LONG

WITH WATER TIGHT CAP
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WH101 INSTALLED
SHOWING LATERAL AND ELECTRICAL
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